
- Design: Without guard grille and wall ring 

- Impeller material: Sheet steel (enameled in black) 

- Bearings: Maintenance-free ball bearings 
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Nominal data

kg°CPadB(A)AW1/minm³/hHz3~ VACMotorType

3.0-25 .. 550 .. 200720.362102580313050230/400M2D074DFA2D300AP0201

Current draw at 230 VAC higher by a factor of 1.73Subject to modification
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AC axial fan
S series



Specific drawing
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Connection illustration

Star (3~ 400 VAC)Delta (3~ 230 VAC)
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Technical description

- Impeller material: Sheet steel (enameled in black) 
- Direction of rotation: Left, looking at rotor 
- Number of impeller blades: 5 
- Operating mode: S1 
- Protection class: I 
- Option: With terminal box 

- Design: Without guard grille and wall ring 
- Bearings: Maintenance-free ball bearings 
- Direction of flow: "V" 
- Cable layout: Variable 
- Insulation class: "B" 
- System of protection: IP 44 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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Basket guard grille

Order No.

64555-2-4039
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Technical description

- Material: Phosphated steel wire, plastic-coated in RAL No. 9005, black 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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Basket guard grille

Order No.

64557-2-4039
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Technical description

- Material: Phosphated steel wire, plastic-coated in RAL No. 9005, black 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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Guard grille

Order No.

64052-2-4039
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Technical description

- Material: Steel, phosphated and coated in black plastic 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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Wall ring with long nozzle

Order No.

18908-2-4037
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Technical description

- Material: Sheet steel, pre-galvanized and coated in black plastic 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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Square wall ring with long nozzle

Order No.

18924-2-4037
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Technical description

- Material: Sheet steel, pre-galvanized and coated in black plastic 

Contact

ebm-papst Mulfingen GmbH & Co. KG
Bachmühle 2
D-74673 Mulfingen
Phone +49 (0) 79 38 / 81-0
Fax +49 (0) 79 38 / 81-110
info1@de.ebmpapst.com
www.ebmpapst.com
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